
• Measurement range 25 - 150 mm

• 30 million movements life

• Special quidance system

• Infinite resolution

• 2 kOhm   : 25 - 50 mm

         5 kOhm   : 75 - 150 mm 

Technical Specifications

   

Measurement stroke 25 - 150 mm

Linearity ±%0.1(130-150 mm), ±%0.2 (100-125 mm), ±%0.5 (≤75 mm)

Repeatability < 0.01 mm

Resolution

Resistance

Resistance tolerance ± %20

Load resistance

Recommended wiper current

100 kOhm min.

<1 µA

Infinite

2 kOhm     : 25 - 50 mm

5 kOhm     : 75 - 150 mm

Permissible applied voltage 28 VDC max.

Displacement speed < 5 m/s

Mechanical life 30 million movement

Case diameter 13 mm x 9,6 mm

Case material Anodized aluminium

Protection level IP00

Operating temperature -20°C ... +80°C

-30°C ... +90°CStorage temperature

Mechanical Specifications

Ordering Procedure

SOPH

Linear Potentiometer
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2K

2 kOhm   : 25 - 50 mm
5 kOhm   : 75  -150 mm

Resistance (kOhm)

75

25 - 150 mm A:  ±%0.5 (≤75 mm),
B:  ±%0.2 (100 - 125 mm),
C:  ±%0.1 (130 - 150 mm)

Measurement stroke (mm)

SOPH (mm)

A ± 0,5

B ± 0,5

50 75 100 150

92,5 117,5 142,5 192,5

80 105 130 180

25

67,5

55

1 Blue (-)

2 Yellow (Vout)

3 Brown (+)
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MS

2xØ3.5 depth
Mounting hole

Movable contact
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Please note: The specifications and information in this datasheet may not cover all special demands arising from specific applications. Therefore, they do not constitute a comprehensive description of the product

properties. OPKON accepts no responsibility for damages resulting from the improper application of our products. The user is responsible for ensuring that the products used are suitable for their own application.


